Miniaturization of Frit Inlet Asymmetrical Flow Field-Flow Fractionation

Dukjin Kang and Myeong Hee Moon*
Department of Chemistry, Yonsei University, Seoul, 120-749, Korea

A miniaturized frit inlet asymmetrical flow field-flow fractionation (mFI-AFlFFF) channel has been constructed and tested for the separation of proteins. By scaling down the geometrical channel dimension of a conventional FI-AFlFFF system, flow rate ranges that can be manipulated were decreased to 20–30 μL/min, which reduces the injection amount of sample materials. The end effect contribution to plate height was evaluated by varying the inner diameter of the connection tubing between the injector and the channel inlet at various injection flow rates, and the results showed that the use of silica capillary tubing of the shortest possible distance is essential in reducing the initial band broadening prior to the sample injection to the microscale channel. The capability of the μFI-AFlFFF system was demonstrated with the separation of protein standards, polystyrenesulfonates, and ssDNA strains and for the characterization of replication protein A—ssDNA binding complex regulated by redox status.

Flow field-flow fractionation (FIFFF) is an elution-based technique that is capable of separating and characterizing proteins, DNA, aqueous polymers, cells, and nanometer-sized to micrometer-sized particles.1–4 In FIFFF, separation is carried out in a thin channel or in a hollow fiber with the application of cross-flow or radial flow, respectively, in a direction perpendicular to the separation flow. When the applied field plays a role in driving sample components toward the accumulation wall of the FIFFF channel, the force applied to sample components is counterbalanced by the diffusion of sample materials at equilibrium positions that are away from the channel wall. When laminar separation flow is delivered to the sample components that are differentially distributed against the channel wall according to their hydrodynamic sizes, a small component having large diffusion and located further away from the channel wall will be eluted faster than a large one located closer to the wall. Thus, separation is carried out with an increasing order of diameter of sample components.

Since the conventional (or symmetrical) FIFFF channel was first introduced in 1976 by Giddings,5 the channel system has been diversified into several types such as asymmetrical FIFFF (AFIFFF).5,6 frit inlet and frit outlet FIFFF,7 frit inlet asymmetrical FIFFF (FI-AFIFFF),8,9 and hollow fiber FIFFF.10,11 Typical dimensions of FIFFF channels having a rectangular cross section are 25–40 cm in length, 1–2 cm in breadth, and 100–300 μm in thickness. In the case of a hollow fiber having a circular cross section, fibers of ~25 cm long and ~1 mm in diameter have been utilized.11 Fractionations by these channels require flow rates of a few milliliters per minute, and the fluid flux leading to the detector is lowered to a few tenths of milliliters per minute.

Miniaturization of separation devices has been of great interest since it brings many advantages such as a decrease in sample injection amount and in consumption of the mobile phase and the possibility of system integration with other analytical techniques. Recently, miniaturization of a field-flow fractionation channel has been tried with electrical FFFF12 and thermal FFFF13 by utilizing micromachining techniques; however, the performance of microfabricated thermal FFFF (TFFF) system was found to be less than that of conventional TFFF. Miniaturization of TFFF was followed by scaling down the conventional channel and it has demonstrated that micro-TFFF can be applicable for the separation of polystyrene and polystyrene latex particles.14–16 While FIFFF has shown to be versatile due to its wide applicability toward macromolecules, colloidal particles, cells, proteins, etc., an approach to miniaturization has not been made yet.

In this study, miniaturization of FIFFF has been attempted first to an FI-AFIFFF system by simply reducing the channel length and breadth. FI-AFIFFF has a channel design modified from AFIFFF by introducing a small inlet frit at the beginning end of the depletion wall so that sample relaxation can be made hydrodynamically by use of the compressing action of the frit flow entering through the small inlet frit. In FI-AFIFFF, sample materials are introduced to the channel via the channel inlet at a low speed while a relatively high speed frit flow is entering

* Corresponding author. Phone: (82) 2 2123 5634. Fax: (82) 2 364 7050. e-mail: mmoon@yonsei.ac.kr.

through the inlet frit. Sample components injected to the channel are pushed toward the accumulation wall by frit flow, and they can undergo hydrodynamic relaxation without halting their migration along the channel. The schematic view of the FI-AFFFF channel is shown in Figure 1a. Therefore, the separation process can be continuously achieved without stopping the flow. When hydrodynamic relaxation procedure is utilized, injected sample components are expected to achieve relaxation while they continuously migrate along the channel. The continuous fluid motion helps reduce the chance of sample adhesion to the channel wall. Though the separation efficiency of FI-AFFFF has been reported as somewhat lower than that of a conventional AFFFF channel due to the unavoidable band spreading during hydrodynamic relaxation compared to focusing/relaxation, it has some advantages of convenience in system operation, in reducing the possibility of sample adhesion toward the channel membrane during the period of static relaxation, and in simplicity of adapting field programming for the separation of a broad molecular weight range of macromolecules. In the case of eluting a low-concentration sample such as biological macromolecules, sample loss from a possible contact with the channel wall during the conventional stop-flow procedure may result in a serious loss of information. This can be enlarged when the flow AFFFF channel is miniaturized and uses a very small amount of sample concentration. However, miniaturization of the FI-AFFFF channel can reduce the risk of sample adhesion once the hydrodynamic relaxation procedure is utilized.

The purpose of this study is to examine the possibility of using miniaturized frit inlet (mFI)-AFFFF for the separation of macromolecules without losing performance of the macroscale channel. By downsizing the channel system, a substantial reduction of channel outflow rate leads to a decrease in the injection amount required. This also leads to the possibility of applying the direct interface of mFI-AFFFF to electrospray ionization mass spectrometry (ESI-MS), and thus, it will bring great potential toward biological applications. Evaluation of mFI-AFFFF is carried out for the separation of polystyrene sulfonate standards, proteins, and protein complex with ssDNA in a microflow regime. The end effect contribution to plate height was evaluated by varying the inner diameter of the connection tubing between the injector and the channel inlet at various injection flow rates.

**EXPERIMENTAL SECTION**

The mFI-AFFFF channel was built in-house in a way similar to that used for the construction of a typical macroscale FI-AFFFF channel, except for the channel dimensions. The channel length and breadth of the mFI-AFFFF channel in Figure 1b were reduced to ~3 times to those of a macroscale channel. The channel space was made by cutting a 250-µm-thick Mylar spacer in a ribbonlike shape. The tip-to-tip length, L₁, of the mFI-AFFFF channel was 9.0 cm, while the initial channel breadth of 0.7 cm was decreased to a final 0.3 cm as a trapezoid. The length of the inlet frit measured from the channel inlet to the end of the relaxation segment (see Figure 1a), z₁, was 1.1 cm. The total channel area was reduced to 4.29 cm² from 38.8 cm² (for the macroscale channel used in ref 8), and the area of inlet frit was reduced to

---

Figure 1. (a) Schematic view of frit inlet asymmetrical flow field-flow fractionation (FI-AFFFF) channel and (b) photograph of mFI-AFFFF channel system. The channel was vertically placed with the channel inlet at the bottom for the upstream flow passage. The connection tubings before and after the channel shown in the photograph were fused-silica capillary (75-µm i.d.).

---

Flow rates used (a) \( V_s = V_{out} = 30 \, \mu L/min \) and \( V_f = V_c = 0.50 \, mL/min \) and (b) \( V_s = V_{out} = 20 \, \mu L/min \) and \( V_f = V_c = 0.30 \, mL/min \).

**RESULTS AND DISCUSSION**

Performance tests of the mFI-AFFFFF system were carried out by separating protein standards, shown in Figure 2a which were obtained at flow rates of \( V_s = V_{out} = 30 \, \mu L/min \) and \( V_f = V_c = 0.50 \, mL/min \), where \( V \) is the volumetric flow rate specified with each subscript representing as \( s \) is the sample injection flow, \( out \) is outflow, \( f \) is frit flow, and \( c \) is cross-flow. The flow rates used in Figure 2 were about 7–10 times lower than those used for a typical separation of the same standards when used with a conventional FI-AFFFFF channel. Injection amounts were \( \sim 0.3 \, \mu g \) for each standard, which was \( \sim 10 \) times less than those used at a macroscale FI-AFFFFF channel. It is demonstrated that the prototype microchannel shows a successful separation of protein standards at a micro flow rate regime with a reduced amount of sample injection. In addition, the separation was achieved within 20 min, which was faster than a typical run time (30–40 min.) observed at an ordinary FI-AFFFFF channel without losing resolution. Figure 2b shows a separation of PSS standards by a mFI-AFFFFF channel obtained at flow rates of \( V_s = V_{out} = 20 \, \mu L/min \) and \( V_f = V_c = 0.30 \, mL/min \). Detection was made with an RI detector. Similarly to the protein separation shown in Figure 2a, loaded amounts of PSS standards, as marked in the figure, were reduced (reduced more than 10 times) compared to that used for the macroscale channel. This shows the potential of the miniaturized channel in the separation of other water-soluble polymers, which in some cases (very large molar mass polymers) need to be injected at a diluted concentration to minimize the chance of being aggregated with each other.

The main advantage of operating an FI-AFFFFF channel is to bypass the static relaxation procedure, which requires a temporary halt of sample migration along the channel. A possible disadvantage in using hydrodynamic relaxation is that it brings some additional band broadening that occurs due to a residual field driven relaxation and a passage of sample components through the inlet connecting tubing. The latter case of band broadening is the so-called end effect contribution \( H_{end} \) to overall plate height and is represented by

\[
H_{end} = \frac{L}{t^2} \frac{\alpha_s^2}{V_s} + \frac{L}{t^2} \frac{\alpha_t^2}{V_t}
\]

(2)
where \( L \) is the channel length, \( t \) the retention time of the sample component, \( \sigma_t^2 \) the volume-based variance of the incoming band, and \( \sigma_t^2 \) the time-based variance of the sample band during injection. The broadening source of the end effect in a mFI-AFlFFF system can be serious since a successful hydrodynamic relaxation requires a small ratio of \( \frac{V_f}{V_t} \), which normally runs at a reduced flow rate of sample injection. The optimum ratio \( \frac{V_f}{V_t} \) found from earlier experiments was \( \sim 0.05 \). However, the end effect contribution to plate height increases significantly when the flow rate of the sample inlet streamline decreases, as shown in eq 1. This can be reduced to some degree if a narrow-bore or capillary tubing is utilized for the connection between the injector and the mFI-AFlFFF. To evaluate the effect of inlet tubing volumes on plate height values were measured for the resolution of dimers due to the short transient time in the macroscale FI-AFlFFF channel. When the injection flow rate increased, the apparent peak became sharper and shifted toward the shorter retention time. This demonstrates that the end effect contribution to plate height decreases when injection flow rate increases, as expected from eq 1. The plate height values measured for this set of experiments are listed in Table 1, and the data were compensated by subtracting the injection delay time from total retention time for each case. It appears that plate height values decreases as the injection flow rate increases. When the connection tubing was replaced by a 100-\( \mu \)m-i.d. fused-silica capillary (7.8 \( \mu \)L) in Figure 3b, the elution pattern of apoferritin at the lowest injection rate was not as serious as was observed in Figure 3a. In addition, it appeared with the shoulder peak, which was presumed to be from dimers of apoferritin, and this became clearer when the injection flow rate increased. Experimental plate height values were listed to be minimum in Table 1 when injection flow rates were around 30–40 \( \mu \)L/min. Further decrease of the tubing inner diameter to 75-\( \mu \)m-i.d. fused-silica capillary shows a better resolution in Figure 3c, with the minimum plate height (in Table 1) at the similar injection rate range used for Figure 3b. However, at the 75-\( \mu \)m-i.d. tube, retention time at the lowest injection rate was not seriously different from each other, except for the resolution of dimers due to the short transient time in the connection tubing. As plotted in Figure 3, experimental plate height seems to increase dramatically as the channel inlet tubing diameter increases at the lowest injection rate. The substantial increase in the plate height according to the increase in the tubing volume suggested that the initial band spreading during the sample transportation through the channel inlet tubing influenced the increase of total band broadening during hydrodynamic relaxation, and the use of a narrow capillary tubing was effective in reducing the end effect contribution of plate height.

The mFI-AFIFFF channel has been applied to the separation of a DNA binding protein complex, which is normally identified with the electrophoresis method. Figure 4a shows the elution profiles of single-strand DNA (ssDNA) oligomers: CE-F29, oligo-(dT)20, and oligo(dT)110 obtained at \( V_f/V_t \) (in \( \mu \)L/min) and \( V_f/V_t \) = 0.40/0.38 (in mL/min) using mFI-AFIFFF. It is demonstrated...
that retention of each ssDNA in mFI-AFIFFF increases with increasing numbers of base in nucleotides. When RPA (115 kDa), which is known as a ssDNA binding protein having multiple functions in DNA replication, repair, and genetic recombination, is treated with ssDNA in the presence of a reducing agent such as DTT, a stable RPA–DNA complex is readily formed and its activity is of interest since it is controlled by redox regulation.\(^{(21-24)}\)

The mFI-AFIFFF separation showed a clear difference in the elution times according to the increase of hydrodynamic radius upon the formation of RPA–DNA complex as shown in Figure 4b. The separation given in Figure 4b shows a potential in the application of mFI-AFIFFF toward the fast characterization of such complex formation and the study of binding activity with regard to the redox status.

**CONCLUSION**

A miniaturization of flow field-flow fractionation has been successfully accomplished for an FI-AFIFFF channel system and tested for the separation of proteins. By reducing the channel dimensions and utilizing silica capillary tubing connections, separation in a mFI-AFIFFF system was achieved with a micro flow rate regime for both sample injection and detection and was performed faster than in a macroscale channel. Investigation of the end effect contribution to experimental plate height shows that an initial band broadening prior to the sample injection to the channel is critical in the mFI-AFIFFF system, and it suggests using narrow-bore capillary tubing for the connection between the injector and the channel inlet (in the current experiment, pressure was maintained below 120 psi). The separation of the ssDNA–protein complex shows a potential applicability of the mFI-AFIFFF system for the fast identification of DNA–protein binding activity. An advantageous feature of utilizing mFI-AFIFFF is a potential toward the direct interface to ESI-M S or ESI-MSMS for the top-down proteomic analysis of intact proteins. Since the outflow rate leading to the detector in mFI-AFIFFF is \(\sim 30 \mu \text{L/min}\), it is thought to be suited for direct electrospray without a significant flow splitting. Further optimization of the prototype mFI-AFIFFF channel is needed to improve the efficiency of separation and to minimize the detection limit.

**ACKNOWLEDGMENT**

This work was supported by Yonsei University.

Received for review March 2, 2004. Accepted April 15, 2004.

AC0496704